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INTRODUCTION

Text goes here.  Use a blank line to separate paragraphs, with no indentation.  Full justification is used for all main body text.

MAJOR SECTION

The length of the paper is less important than the completeness and clarity of the content.  Typically, papers will be about 5 to 10 pages long.

All papers will be refereed by at least two people with relevant experience in the subject area, in order to ensure that the publication is of a high quality.  Referees will be asked to comment on the content, clarity, and relevance of the paper to the intended audience.  The organising committee reserves the right to make minor editing changes.  If substantial changes to the work are necessary, the paper will be returned to the primary author in order to make the changes.

References1,2 should be listed in the final section of the paper, in the order in which they are cited in the text.  A bold superscripted number2 is used to indicate the reference in the text.

Tables and figures should appear close to where they are mentioned in the text, and should not be all gathered together at the end of the document.  Tables should be numbered using Roman numerals, with the caption appearing just above the table, as shown in Table I below.  The appearance of tables should be kept simple, using as few separating lines as possible.
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Sub-headings

Additional lower-level headings should be bold faced, and placed at the left margin, directly above the paragraphs to which they refer.  If a sub-sub-heading is required, it can be italicised instead.

Figures should be numbered using ordinary numerals, and the caption should appear just below the figure, as shown in Figure 1 below.

	Colour photographs are welcome, but will appear in colour only in the electronic version, as the proceedings will be printed in black and white.  Graphs with multiple lines should use different styles and line thicknesses to tell them apart.




Figure 1:  Caption for Figure 1

Equations should be centred, and numbered at the right edge of the paragraph.  Please ensure that all terms are adequately defined.
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CONCLUSIONS

Text goes here.  Use a blank line to separate paragraphs, with no indentation.  Full justification is used for all main body text.
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